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1.MOUNTING BRACKET
2.J HOOK(FOR TEMPORARILY HANG UP 
THE FAN WHEN WIRING CONNECTION)
3.SCREWS
4.SCREWS
5.HANGER BALL
6.UPPER CANOPY
7.DOWNROD
8.CROSS PIN
9.COTTER PIN
10.DOWNROD YOKE
11.SCREW
12.MOTOR
13.BLADE HOLDER SCREWS
14.BLADE
15.BLADE HOLDERS
16.SCREW
17.SWITCH HOUSING
18.PULL CHAIN
19.MALE AND FEMALE CONNECTOR
20.SWITCH COVER
21.LAMPHOLDER
22.LIGHT COVER
23.LIGHT BULB (NOT PROVIDED)
24.SWITCH COVER SCREW
25.REVERSE SWITCH
26.CAPACITOR



bracket



bracket

Tight up the screws and fixed the light kit on the switch 
housing. (Fig 11).



Warnings:
Do not poke any objects or fingers through the protective screens
Do not place any objects,such as clothing, on the device
Be careful with long hair. These can be sucked in by the air flow, keep sufficient distance.

Speed(rpm) Speed(rpm) Motor Function 
Max
rpm

185 130 78 43.5 42 40 64.16 3 N/A both AC 50W

Med
rpm

Min
rpm

db Max
   rpm

db Med
   rpm

db Min
   rpm 3

Circulating Air
    m /min

Lamp 10-13m2

FAN 10-13m2

Speed
Setting

Timer Function
      yes/no

Fan Motor
  AC/DC

Watt
Motor

Seasonal profiles
winter/summer/both2

Max Surface in
        m 

Application 














	页 1
	页 2
	页 3
	页 4
	页 5
	页 6
	页 7
	页 8
	页 9
	页 10
	页 11
	页 12



