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Please note the information contained in these instructions and save this
manual.

Technical data:

Plug input :220-240V~50Hz Max.23W

Instruction for use:

1. There is E27 lampholder on the base of the plastic cover,customer should
rotate the under pane , put one E27 lamp by oneself and use the screw to
fix the lampshade on the top of the lamp.

2. There are svereal color of the lampshade for choose, and the light color will
be displayed accordingly.

©40CM

44CM

3. Before changing a faulty light bulb, disconnect the lamp and let it cool off
for at least 10 minutes. Wait until the lamp has cooled off completely
before changing the bulb. Replace it with an identical E27 bulb with a
maximum of 23W. If you use a bulb over 23W, the lamp may be damaged.

Warning:

1. Do not put them near the flammable or easy explosive product.

2. Users must fix the screw carefully in order to avoid damages when change
the lampshade.

3. The electrical part can only be serviced by a trained electrician, in
compliance with standards/specifications.

4. To clean the lamp use a clean dry cloth and wait 10 minutes after
disconnecting it. Avoid all contact with water.

5. The lamp must be placed in a dry spot and on a stable clean surface.

6. The external flexible cable or cord of this luminaire cannot be replaced; if

the cord is damaged, the luminaire shall be destroyed.

7. Both for outdoor and indoor use.lP64 standard.
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