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INSTALLATION INSTRUCTIONS:

1. Ensure mains supply is switched off.

2. Make sure the Electrical wire be locked (A).
3. Mount the screws(B) to fit the plate.

4. Connect the junction box(C).
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. Fit the ceiling box (D) onto the plate.
. Fit on the bulb(E).

Maintenance:

1. Turn off power firstly when you clean the lamp.

2. Do not clean the lamp with water.

3. Clean the lamp with dry soft fabric.

4. Clean the lamp with special wax or liquid for lamp cleaning.
5. Do not scrap the surface of lamp

Warning: | (E) @

1. If there are any damaged or broken part of the lamp, take contact $ @ E27 MAX. 40W
with your local distributor for replacement.

- Only people with electrical knowledge can assemble the Jamp, §§ 220V 50~60Hz

. Turn off the power, while you assemble the lamp.

. Keep away from acid and alkaii liquid.

- Bulbs can become very hot while the lamp is on, don't totich bulbs while the light is on.

. While replacing the bulb, do turn off the lamp for minimum 30 minutes, and sure that the bulb is cold.

. Do not put dangerous goods under the light of lamp.

. Keep some space for radiation,
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. For indoor use only.
0.if the external wire of the lamp is damaged, the wire should be replaced by the qualified person to avoid danger,
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